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Super-Fit™ 3000 RPM Replacement Motor* 

The MARS 90999 Super-Fit™  
replacement fan motor is  
designed to replace virtually  
any refrigerator evaporator  
fan motor. 
The MARS 90999 motor 
incorporates a unique new 
system which duplicates any 
OEM mounting quickly and 
easily. The rotor is reversible in 
the field for either clockwise or 
counterclockwise rotation. 
In addition the MARS 90999 
motor has the power to perform 
in even the largest refrigerators. 
The MARS 90999 Super-Fit™ 
motor comes complete with 
mounting accessories  
and hardware. 
*U.S. Patent 

Features: 
• Reversible rotation
• Duplicates any OEM motor
• Break-off shaft
• Easy-to-use, fewer parts to

assemble than
competitive motors

• Stock one motor -
save on inventory

• Complete with accessories
and instructions

Specifications: 
• Electrical rating:

90999, 115V, 50/60 Hertz
• Overload protection:

impedance protected
• Speed: 3000 RPM
• Shaft: 1/8 inch diameter

with adaptors for 3/16 inch
and hubless fans
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GIBSON

WESTINGHOUSE

PHILCO

Replaces these popular motors... 
and hundreds more!

90999 “Super-Fit” motor 
with accessories 115V, 50/60 Hz

MARS  
NO. DESCRIPTION VOLTS 

51 Frame Unit Bearing Aluminum Motors 

MARS aluminum 51 frame motors are  
economical replacements for cast iron  
motors. They feature an 
improved oiling system and class 
B insulation for longer life. 

Features: 
• Aluminum construction
• Unit bearing design
• Packed with vibration

dampener, speed
nut & screws

• Shaded pole, single phase
• Fan duty, continuous, air over
• Impedance protected
• For accessories see pages

M-44 – M-46
• Class “B” insulation
• 60/50 Hertz

Dual Pad Mounting  
Lyall Plug

MARS  
NO. WATTS ROT 

OSE VOLTS AMPS LEAD  
LENGTH

DIMENSIONS
A B C

1550 RPM—1/4-20 Threaded Shaft - Dual Pad Mounting - Lyall Plug
05213(1) 4 CW 115 0.33 24" 0.66 2.64 1/4

05223(1) 4 CW 230 0.19 24" 0.66 2.64 1/4

05313 6 CW 115 0.46 24" 0.66 3.14 1/4

05413 9 CW 115 0.62 24" 0.66 3.14 1/4

05414 9 CCW 115 0.62 24" 0.66 3.14 1/4

05423 9 CW 230 0.33 24" 0.66 3.14 1/4

05813(1)(2) 16 CW 115 0.95 24" 0.66 3.34 1/4

05814(1)(2) 16 CCW 115 0.95 24" 0.66 3.34 1/4

05823(1)(2) 16 CW 230 0.48 24" 0.66 3.34 1/4

(1)  Class B Insulation
(2)  Automatic Reset Overload Protection

31⁄2 inch dia.


